
Fw: BHM: New General Manager
Cami Grandinetti to: FPhillip 04/11/2011 04:57 PM
Cc: Chris Bellovary

Fred,   

Cami Grandinetti
USEPA
(206) 553-8696 (desk)
(206) 390-8890 (cell)
(206) 553-0124 (FAX)
1200 6th Avenue, Suite 900
ECL-113
Seattle, Wa.  98101
----- Forwarded by Cami Grandinetti/R10/USEPA/US on 04/11/2011 04:56 PM -----

From: Chris Bellovary/R10/USEPA/US
To: Cami Grandinetti/R10/USEPA/US@EPA
Date: 04/11/2011 04:24 PM
Subject: BHM:  New General Manager

Cami -

When I reach Mr. Laeding, the new GM for Bunker Hill Mine, do you see any issues if I share the attached 
technical memo with him?  I believe Jim Stefanoff and Bill Hudson prepared a description that would be 
helpful, and it also shows that Bob was working with CH2M Hill on this, so I can't see a downside to it, but 
I wanted to tap your institutional knowledge as a sanity check.  

- Chris

 - Trial Diversion Memo.pdf

__________________________
Chris Bellovary; EIT, J.D.
U.S. EPA - Region 10
Superfund Project Manager
Office of Environmental Cleanup
Direct Line:  206-553-2723

Chris Bellovary 04/07/2011 03:57:33 PMJennifer,  Just FYI.  I spoke with Laurel at the Ne...

From: Chris Bellovary/R10/USEPA/US
To: Jennifer Byrne/R10/USEPA/US@EPA
Cc: Cami Grandinetti/R10/USEPA/US@EPA, "Erika Zimmerman" <erika.zimmerman@usdoj.gov>, 

Frederick.Phillips@usdoj.gov
Date: 04/07/2011 03:57 PM
Subject: BHM:  New General Manager

Jennifer, 

Just FYI.  I spoke with Laurel at the New Bunker Hill mine, and their new General Manager is Don 
Laeding.  I had called to speak about an emergency sandbagging plan that the CTP operators had with 

(b)(5) attorney-client



Mr. Hopper, and Laurel knew that Mr. Laeding wouldn't know about it.  Jim Stefenoff did the original
inspection of their system with Mr. Hopper, so I sent him a message to find out if he might be available to 
meet with Mr. Laeding.  

I then looked at their business records.  In January, Mr. Laeding wasn't an officer of the company, but was 
added as treasurer in March.  He has a P.O. Box out of Bisbie, Arizona (pop. 6177) for a mailing address.

A Don Laeding is the current owner of Sunbelt Marketing, which has been incorporated in Nevada since 
1985.   He is also the current contact for Sunbelt Mining Equipment, a firm located in Bisbie that brokers 
mining equipment, and it appears likley that it is Sunbelt Marketing d/b/a Sunbelt Mining Equipment.  
Meeting minutes from a 8 June 2009 City of Bisbie meeting lists Don Laeding as the Chairperson for their 
Airport Advisory Commission.  Given how small Bisblie is, it certainly appears that these all refer to the 
same person as PMC's new GM and Treasurer.

I also found a copy of a three year mining lease with option to purchase agreement between Frank J. 
Montonati and Don Laeding (lessees) and Colorado Goldfields Inc (lessor), dated 30 September 2009, 
with a $200,000 per year work commitment. 

None of this took much time to find.  It is entirely possible that Mr. Laeding may be a potential or actual 
buyer or broker for either the mine or Mr. Hopper's shares in the mine from his estate.  No firm answers 
there, but I thought you might be interested.

- Chris

__________________________
Chris Bellovary; EIT, J.D.
U.S. EPA - Region 10
Superfund Project Manager
Office of Environmental Cleanup
Direct Line:  206-553-2723
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M E M O R A N D U M

Evaluation of Trial Bunker Hill Mine Water Diversion
TO: Cami Grandinetti/USEPA

FROM: Jim Stefanoff/CH2M HILL
Bill Hudson/CH2M HILL

DATE: December 20, 2002

On December 19, 2002 Jim Stefanoff and Bill Hudson observed a trial mine water diversion
in the Bunker Hill Mine. The purpose of the trial was to test a proposed diversion approach
using a temporary dam across the Kellogg Tunnel to back water into the Barney Vent Raise
and down to 10 Level. The trial was conducted by employees of The New Bunker Hill
Mining Company (NBHMC).

Observations
The attached photos show the trial diversion dam. The dam was constructed from sand
bags, boards, and tarps across the Kellogg Tunnel just downstream (north) of the Barney
Switch. Dam construction materials are stored adjacent to the dam site. The total mine water
flow dammed and diverted to 10 Level was about 1550 gpm. About 50 gpm was leaking
through the dam, although this could be readily reduced by another layer of sandbags on
the downstream face. The depth of water behind the dam during was about 2 feet on the
sides, and about 3 inches above the rail in the middle. The dam would have to be increased
in height for higher flows. The reported construction time for the trail dam was 30 minutes.

The diverted water flows to 10 Level via the Barney Vent Raise. The New Bunker Hill
Mining Company cleaned out the raise over the last three or four weeks through a
combination of digging accumulated muck from the bottom and by sluicing water from
above. The last sluicing event resulted in a large volume of debris and muck to suddenly
flow from the bottom of the raise into the drift on 10 Level. The depth of the debris increases
towards the bottom of the raise, and varies from about 1 foot 200 to 250 feet away to within
about one to two feet of the drift ceiling near the bottom of the raise. Removal of this debris
would be very difficult due to its large volume and lack of rail access. The approach to this
area requires a climb down a series of ladders in the Orr Raise, and then wading through
water up to three feet deep. There appears to be adequate open space at the bottom of the
raise for water  flow up to the 7,000 gpm required capacity.

Recommendations
Based on the trial the proposed diversion approach is acceptable. The proposed approach is
simple and provides flexibility to quickly accommodate a range of flows. The following are
recommendations for operation and maintenance of the diversion system:

• The amount of stockpiled diversion building materials should be increased by about 50
percent. This is to ensure an adequate supply  for high flows.
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• The diversion dam location needs to be kept clean so that the tunnel cross-section is
constant. This will reduce dam construction time.

• The Barney Vent Raise should be inspected from the top and bottom a minimum of
twice per year, and more frequent if there is doubt concerning its ability to convey up to
7,000 gpm.

• The Barney Vent Raise should be hydraulically flushed at least once per year, and more
frequent if needed to provide 7,000 gpm capacity. The flushing volume should be as
high as practical. The duration should be as needed for cleanout.

• The mine crew should periodically practice diversion dam construction. Written
procedures should be developed by NBHMC and posted at the diversion location. This
may be a good time for hydraulically flushing the Barney Vent Raise.



EVALUATION OF TRIAL BUNKER HILL MINE WATER DIVERSION

SPK/TRIAL DIVERSION MEMO.DOC 3

Photo 1

Looking downstream at back of trial diversion dam on 9 Level. The dam
is constructed across the Kellogg Tunnel just past (north) of the Barney
Switch. The dam is made from sandbags, boards, and plastic tarps.
Additional sandbags, boards, and tarps are stored  to the right of the
photo. The depth of water behind the dam is about 2 feet on the sides,
and about 3 inches above the rail in the middle. The flow being dammed
is about 1550 gpm. About 50 gpm was leaking through the dam,
although this could be readily reduced by another layer of sandbags on
the downstream face. The dam would have to be increased in height for
higher flows. The reported construction time was 30 minutes.
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Photo 2

 Looking upstream at the trial diversion dam.
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Photo 3

Stockpiled dam building materials located to the side of the dam site.
Materials consist of sand bags, boards, and plastic tarps.
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Photo 4

Dammed water backing up the Barney Drift (right side of photo) and
draining down the Barney Vent Raise (left side of photo). The top of the
raise is located below the old ore car. The trial diversion dam is about
100 feet behind these photos.
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Photo 5

Dammed water draining down the Barney Vent Raise. The top of the
raise is located below the old ore car.
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Photo 6

Looking upstream towards the bottom of the Barney Vent Raise on 10
Level. The bottom of the raise is about 200 feet up this drift. The debris
and muck in the bottom of the drift accumulated when water, drained
into the raise to clean it out, must have built up--then suddenly blew out
carrying the debris with it. The diverted water is flowing across the top
of the debris and muck. The depth of the debris increases towards the
raise. At the back of this drift near the bottom of the raise the debris is
up to within one to two feet of the ceiling. Removal of this debris would
be very difficult. There currently appears to be adequate open space for
water  flow.
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